
MixRite TF-10



 MixRite TF 10 Fertilizer and Chemicals Injector

Congratulations on your purchase of one of our high quality products. 
To get the best results from the MixRite TF-10 Proportioning Dosing Injector it is important to spend a few minutes 
reading carefully the explanations and recommendations in this user’s manual. 

Operating the Injector 

water line. 
The MixRite TF 10 proportioning dosing injector will operate in the following conditions: 

0.1% to 1% for Model 01
0.2% to 2% for Model 02
1% to 5% for Model 05.

Installing the Injector 
Check that Injector package contains the following 
items:
One proportioning dosing injector to which are 

PE pipe or two BSPT 1½” or NPT1½” threaded 
couplings according to the model.

One stand that includes 4 feet and 2 brackets 

One User’s manual 

wall by inserting 4 screws in the Bracket.

place. Place the legs in the holes and press until they lock.
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Connection of the suction tube 

Connection of the Injector to a 1½” line - MixRite TF 10 

Connection of the Injector to a 50 mm. polyethylene line - MixRite TF 10 

straight and that the end is in the shape of a rounded cone. The distance between the entry end and the exit ends 

injector and the white ring and 
slide them onto the pipe at a short 
distance from the end. Check that 
there is an accessory seal 50 and 

the pipe into the entry opening or 
exit opening in accordance with 
the direction indicated and push 

passes the seal and stops at the 
end of the track. 

To facilitate the penetration of the 
pipe spread a little silicone grease 
on the end of the tube before 
inserting it. Push the white ring 

Close the nut and tighten securely. 
In the same way connect the 
injector to the other pipe.



Installing the injector on an irrigation line
main

valve
as well as a 
valve

chemicals into the drinking water. Then 
as shown in the diagram the following 

pressure
reducer

allow irrigation without fertilizer or 
when it is required to dismantle the 
injector.

Installation of the injector on a bypass line 

both lines. 

pressure reducer 

anti vacuum valve
from the bypass. 
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through each of the two injectors. 

are exactly the same length.



Connection to the Fertilizer Tank

the tank.

occur. 

Adjustment of Metering 

there is no water pressure in the injector. turn the adjustment control nut and set its upper edge on the percentage 
required. Turning it counterclockwise increases the amount of fertilizer metered. Turning it clockwise decreases the 

or decreasing the adjustment control nut.



Troubleshooting Guide

Problem Check Solution

The injector does 
not work

Fit  The injector with the arrows in the 

pressure.

The injector has 
stopped working

Replace the motor seals.

Check if the springs are broken. Replace the springs.

Replace the seals.

Check if one of the parts of the mechanism is 
broken.

Replace the broken part.

There is a leak 
from the injector. 

The leak is from the connection between the 

The leak is from the connection of the suction 
tube.

There is no suction.
Dismantle the injector unit and check if the 

Replace the suction seal.

For advice, technical support and purchase of spare parts, Contact the authorized sales 
representative in your area.


